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INSEE Petch Ngarn Tae Concrete
Good quality Hydraulic cement with good workability, high strength and high value

• INSEE Petch Ngarn Tae Concrete is complying with TIS 2594-2567
   type GU and ASTN C1157 type GU

Physical properties of INSEE Petch Ngarn Tae Concrete

มอก.2594-2567

INSEE Petch Ngarn Tae Concrete is designed for all applications of concrete work which has low carbon footprint and 
is environmentally friendly.  

INSEE Petch Ngarn Tae Concrete is suitable for all applications of ready-mixed concrete, including large infrastructure 
which needs high strength and high durability e.g. bridge structure, road work and tunnel.
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Cement Properties ASTM C1157
Type GU

TIS 2594-2567
Hydraulic cement type GU

Remark : Updated certification test report is available upon request.

Standard Specifications for Cement
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Key Benefits Behavior

• Good Concrete performance: INSEE Petch Ngarn Tae Concrete need low water content
   that is a result of High Compressive strength
• Quality consistency in both cement and concrete
• Reduce concrete quality problem

• Good workability and easy placing and finishing
• Formwork can be removed in target schedule

Durability • Low Alkali in cement can reduce risk of Alkali-aggregate reaction.

• INSEE Petch CPM: High performance cement for structural works
• INSEE Petch Quick Cast: Precast cement with improved surface finishing
• INSEE Dum High Early Strength: High early strength cement
• INSEE Petch Easy Flow: High workability cement for large infrastructure and concrete structures
• INSEE Petch Ngarn Thang Luang: Good performance cement for Road Base, Road Subbase and
                                                                     Pavement Recycling applications.
• INSEE Petch Ngarn Soil Cement: Good performance cement for Soil Cement Base, Soil Cement Subbase and
                                                                   Cement Column applications.

INSEE Bulk Cement Solutions

Notices 

Packing: 
• Bulk 
• Big bag

Storage: 
• It should be kept in dry storage,e.g., silos

Safety:
• Wear protection in case of prolonged skin contact  
• Wash thoroughly with clean water in case of contact with skin, eyes, or mouth
• If irritation appears, seek medical attention

Wear Mask Wear Safety
Glasses

Wear Hand
Protection

Wear Foot
Protection
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Head Office
Siam City Cement Public Company Limited
Column Tower, 3rd, 10th, 12th Floor
199 Ratchadapisek Rd., Klongtoey,
Bangkok 10110

Telephone: (662) 797-7000
Customer Service Center 1732
E-mail: wecare@siamcitycement.com
Website: www.siamcitycement.com

Contact us


