
It is a water-based polyurethane joint sealant that offers 
excellent adhesion and high flexibility. It is resistant to 
environmental conditions, water, and diluted chemicals. 
The product contains no oil-based solvents and is formulat-
ed with a special antimicrobial agent that effectively inhib-
its the growth of bacteria, mold, and algae. It is easy to 
apply and suitable for both interior and exterior use, adher-
ing well to a wide range of surfaces. It is ideal for sealing 
various types of joints, including wood and concrete surfac-
es, door and window frame joints, skirting and wall joints, 
laminate flooring, furniture, waterproofing systems, etc.

INSEE PU Sealant

1 cartridge (300 milliliters) is capable of sealing approxi-
mately 10 linear meters of joints with dimensions of 5x5 
millimeters.

Coverage Rates

It is ideal for sealing various types of joints, including wood 
and concrete surfaces, door and window frame joints, 
skirting and wall joints, laminate flooring, furniture, water-
proofing systems, etc.

Applications

Packaging
300 ml per cartridge, packed 10 cartridges per carton, 
and 4 cartons per box.

Advantages
• Water-based, Low odor, non-toxic and environmentally 

friendly
• Highly flexible, Excellent adhesion to concrete and 

various other materials
• Contains anti-mold and anti-fungus agents
• Durable under various environmental conditions
• Easy to use
• Available in 2 colors : white and grey         

Storage & Shelf Life
An unopened package has a shelf life of 12 months from
manufacturing date. Store in a ventilated and dry place 

Instructions
1. Cut the tip of the cartridge and attach the nozzle. Trim 

the nozzle at a diagonal angle. Insert the tube into a 
sealant gun specifically designed for this purpose. 

2. Apply the PU sealant into the prepared joint, filling the 
entire gap 

3. Once the sealant is in place in the joint, smooth and 
firmly press it along the entire joint line. Use a clean, 
damp cloth to finish the surface and achieve a neat, 
smooth appearance. The use of solvent-based cleaning 
agents for finishing is not recommended.

Surface Preparation
Ensure that the surface is dry, strong, and clean, free from 
dust, oil stains, mold, rust, and other contaminants or mate-
rials that may reduce adhesion. Apply masking tape on both 
sides of the joint to prevent excessive contamination of the 
material.
Remarks : For increased durability, it is strongly recommended to 
use in conjunction with a primer to enhance adhesion. Please 
contact the technical support team for assistance.

INSEE PU Sealant
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Technical Properties

• Follow instructions precisely for effective results.
• Should be used at an appropriate temperature of 10-35°C and 

relative humidity not exceeding 85%.
• Should allow the product to set for at least 7 days before 

subject traffic.
• Store the product in a dry, shaded area, away from moisture.
• The surface moisture must not exceed 6%.

Recommendations
• Always wear gloves and protective equipment when using 

the product. If your skin becomes irritated, wash the affect-
ed area immediately with soap and water. If symptoms 
persist, consult a physician.

• If the product gets into eyes, rinse immediately with clean 
water several times, then seek medical attention.

• Do not ingest. Keep out of reach of children.

Precautions

▪ Appearance

▪ Component

▪ pH

▪ Density (g/cm3)

▪ Shore A Hardness at 14 days

▪ Elongation at break

▪ Tensile strength (N/mm2)

▪ Movement Capability

-

-

ASTM E70

ASTM D1475

ASTM D2240

ASTM D412

ASTM D412

ASTM C719

คร�มข�น

โพลียูร�เทนสูตรนํ้า

9 - 11

1.5 – 1.7

≥ 50

≥ 500%

≥ 1.0

± 35%

การทดสอบ มาตรฐานการทดสอบ ผลทดสอบ

Remarks : Test results according to ASTM D412 standard, tested at 14 days.
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